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§63.5845

in Table 2 to this subpart, with three
exceptions. Open molding and cen-
trifugal casting operations that elect
to meet an organic HAP emissions
limit on a 12-month rolling average
must initiate collection of the required
data on the compliance date, and dem-
onstrate compliance 1 year after the
compliance date. New sources that use
add-on controls to initially meet com-
pliance must demonstrate compliance
within 180 days after their compliance
date.

§63.5845 When must I conduct subse-
quent performance tests?

You must conduct a performance test
every b years following the initial per-
formance test for any standard you
meet with an add-on control device.

§63.5850 How do I conduct perform-
ance tests, performance evalua-
tions, and design evaluations?

(a) If you are using any add-on con-
trols to meet an organic HAP emis-
sions limit in this subpart, you must
conduct each performance test, per-
formance evaluation, and design eval-
uation in 40 CFR part 63, subpart SS,
that applies to you. The basic require-
ments for performance tests, perform-
ance evaluations, and design evalua-
tions are presented in Table 6 to this
subpart.

(b) Each performance test must be
conducted according to the require-
ments in §63.7(e)(1) and under the spe-
cific conditions that 40 CFR part 63,
subpart SS, specifies.

(c) Bach performance evaluation
must be conducted according to the re-
quirements in §63.8(e) as applicable and
under the specific conditions that 40
CFR part 63, subpart SS, specifies.

(d) You may not conduct perform-
ance tests or performance evaluations
during periods of startup, shutdown, or
malfunction, as specified in §63.7(e)(1).

(e) You must conduct the control de-
vice performance test using the emis-
sion measurement methods specified in
paragraphs (e)(1) through (5) of this
section.

(1) Use either Method 1 or 1A of ap-
pendix A to 40 CFR part 60, as appro-
priate, to select the sampling sites.

(2) Use Method 2, 2A, 2C, 2D, 2F or 2G
of appendix A to 40 CFR part 60, as ap-
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propriate, to measure gas volumetric
flow rate.

(3) Use Method 18 of appendix A to 40
CFR part 60 to measure organic HAP
emissions or use Method 25A of appen-
dix A to 40 CFR part 60 to measure
total gaseous organic emissions as a
surrogate for total organic HAP emis-
sions. If you use Method 25A, you must
assume that all gaseous organic emis-
sions measured as carbon are organic
HAP emissions. If you use Method 18
and the number of organic HAP in the
exhaust stream exceeds five, you must
take into account the use of multiple
chromatographic columns and analyt-
ical techniques to get an accurate
measure of at least 90 percent of the
total organic HAP mass emissions. Do
not use Method 18 to measure organic
HAP emissions from a combustion de-
vice; use instead Method 25A and as-
sume that all gaseous organic mass
emissions measured as carbon are or-
ganic HAP emissions.

(4) You may use American Society
for Testing and Materials (ASTM)
D6420-99 (available for purchase from
at least one of the following addresses:
100 Barr Harbor Drive, West
Conshohocken, PA 19428-2959; or Uni-
versity Microfilms International, 300
North Zeeb Road, Ann Arbor, MI 48106.)
in lieu of Method 18 of 40 CFR part 60,
appendix A, under the conditions speci-
fied in paragraphs (c)(4)(i) through (iii)
of this section.

(i) If the target compound(s) is listed
in Section 1.1 of ASTM D6420-99 and
the target concentration is between 150
parts per billion by volume and 100
parts per million by volume.

(ii) If the target compound(s) is not
listed in Section 1.1 of ASTM D6420-99,
but is potentially detected by mass
spectrometry, an additional system
continuing calibration check after
each run, as detailed in Section 10.5.3
of ASTM D6420-99, must be followed,
met, documented, and submitted with
the performance test report even if you
do not use a moisture condenser or the
compound is not considered soluble.

(iii) If a minimum of one sample/
analysis cycle is completed at least
every 15 minutes.

(5) Use the procedures in EPA Meth-
od 3B of appendix A to 40 CFR part 60
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